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BEHAVIOR 03' FORGED S-816 TURBINE BLADES II? STEXDY-STATE 

OPERATION OF 533-9 TURBOJET ENGLNE WITH S'EZSS- 

RUPTURE AWD METALI;OGRAPHIC EVALUATIONS 

By F. B.  Garrett, C. A. Gyorgak,  and J. W. Weeton 

SUMMARY 

An investigation was conducted  to.determine  the  behavior of recently 
produced,  forged 5-816 turbine  blades in a full-scale  turbojet  engine, 
and in particular,  the  scatter in performance  af  the al loy.  The  turbine 
blaaes  were  operated  as  continuously-as  possible  at a temperature of 
150O0.F and a centrifugal  stress of 21,500 pounds per square  inch. 

. .  . . .  

The  operating  lives of the  turbine  blades  varied from-181 to 
539 hours, a range  of 358 hours.  Stress-rupture  properties' of specimens 
cut  from  blade  airfoils also varied  considerably, as much as 1257 hours 
at 20,000 pounds  per  square  inch  and 15Q0° F. Since  the  variability  or 
scatter of stress-rupture  data  is  greater  than  that of blade  performance, 
the  scatter  is  probably  caused  by  variations  in  the  properties of the 
forged  blades  rather  than  by  variations  caused  by  engine  operation  or 
installation of the  blade%. 

Metallographic  examinations  were made to determine possible  causes 
of  the  scatter and although numerous differences in microstructures of 
blades  were  found,. no cansistent  tendencies  were  observed and the  findings 
did  not  permit an explanation  of  the  scatter of blade  performance.  The 
results of the  metallographic  examinatims and of  the  physical  tests 
indirectly  indicated  that  variables in fabricating  methods  caused  the 
scatter in properties. - - - 

ImTRODUCTION 

The  turbine  blade  is  .the  ccanponent of the  turbojet  engine  that  must 
endure  the  most  severe  combination of stress,  temperature,  thermal  shock, 
and  vibratory  conditions. Over a period 
ing tendency, on t h e  part of blade manufac 

c 

b cast blades. . 
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The present  investigation was conducted- t o  getermine- .the  -operating 
l ives  of forged S-816 blades  recently pr0duce.d commercially  and selected . . 

from U.S. A i r  Force  stock, and ta determine the variation, o r  scat ter ,  
i n  blade l i f e  i n  a full-scale engine.  Differences in grain size, micro- 
structure,  o r  hardness were a lso  investigated i n  or&  to.  determine 
their effect on variations i n  blade performance. ' 

. . .  

" - 
" 

In this investigation, which was conikcted a t  the NACA Lewis labora- 0 1 .  

. . .g 

tory, a turbine  rotor-ccmtaining 46 forged S-816 blades Was operated as 
continuously as was conveniently  possible. Engine shutdowns were neces- 
sary, but intentianal  cycling  (described  in ref. 1) was avoided. 

. 
- 

APPARATUS AND m o m m  - .  . : =, 

Turbine blades. - Comi&ially produced,  "2orged '5-816. (AMs 576%) 
... --e . . . - .  

blades of the  type  required  for the 533-9 turbojet  engine 'were obtained 
from U.S. Air Force  stock. The blades,  fabricated  during  the 1949-50 
period, were of the . fUowFng nominal percentage  composition: 

. ." 

..  -. - 
" 

" 

co I Ni I C r  I Mo I W I W T a  I Fe I C 
_ .  - 

_. . - 
40 min.1 U-21119-2113.5-4.513.5-4.5)3.5-4.515 max.10.32-0.42 

f - -  

.. . 

After forging, t h e  blades were solution treated a t  2 S O 0  F for 1 hour 
and water quenched; they were then aged a t  14000 F for 16 .hours and 
air-coded.  

.. . . . .  
~ 

. .  
4 .  . . .  . . .  ...., - 

. . ... . 

The 46 blades  selected  a t  r a n h o m  for  evaluation'\in the engine were 
radiograpbd for flaws, and the  crosp-sectio&l e e a s  of three blades- 
were measured with an uptical  comparator t o  enable calculations of dis- 
t r i bu t iom of centrifugal stress along the length of the  blades by 'the 
method described i n  reference 2. 

" 

. ... - - 

. . , 

. .  . - -  
." ". - 

Engine operation. - Blades were ins ta l led  in -a- 333-9 ttuirbojet engine 
" Z  - .- 

~ .. ::x- 

and operated t o  failure a t  rated speed under conditicxwas close t o  con- 
. . " 

. . - . . - . . I ". 

tinuous  operation as passlble. The runs were conducted f o r  a maximum 
of E.hOurs per day after which time  the en@;ine wa's shu t  down. Further 
shutdowns were necessary  to  replace failed blades. 

I. 

The 533-9 engine has 14 combustion chambers, employs . a  dual-entry 
. "  " 

,. . - 
- 

centrifugal campressor,  and  develops a nominil j&&strof 4QoO pounds. - .  
More detailed  description6 of the engine, the mel, and instrumentation 
are contained i n  references 1 and 3.  

.. . - . .. . . " . .  
. .   . "  

~ .I : . .- - 7 . *A" . - . . ." . ,.* --e 
The engine was oPerated a t  IJ-,500 .r@, ratedl- speed for the .engine, 

to  hold blade centrifugal  stress and temperature  constant a t  nominally 
21,500 pounds per square inch &d 1500° F, respectively, i n  the normal 

.I 

. . -  

_. 
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expected  zone of failure, (2 in.  above  blade  base). The blade  stress was 
controlled by holding  engine  speed  .Constant;  the  blade  temperature was 
controlled  by  varying  the  engine  exhaust-nozzle  opening, w u c h  changed 
the  gas  temperature.  Blade  temperature was measured by thermocouples 
inserted in two speciaL  blades  installed  in  the disk  (ref. 4) .  

Terminology. - The  term  steady-state as-used in this  report  is  some- 
what inaccurate  because of the  shutdowns  previously  described.  However, 
compared  with  previous  investigations  at  the  Lewis  laboratory,  during 
which  cycles of 20 minutes  duration  were  ueed b5 min at  rated  speed  and 
5 min idle (ref. l)] the  term  appears mranted. The term  blade  failure 
m y  be  defined  as  either  complete  fracture  or  extensive  cracking. 

Blade-elongation  measurements. - Three  blades  were  scribed  near  the 
trailing  edge at 1/2-inch  intervals  (ref. 1). After each  shutdown,  the 
elongation  of‘each  scribed  segment was measured  with an optical  exten- 
someter  having an accuracy of +O.OOOl inch.  Accuracy  of  elongation 
measurements  is,-however,. co.ntrolled by  the  degree of blade  distortion 
and mpage3 the  elongation  results  should  therefore  be  considered 
approximate  rather  than  exact. 

MacroexamiFtions of -failed  blades. - Visual  examinatFons of all 
failures w e r e  made to determine,  as  nearly  as  possible,  the  manner  by 
which the  failures  originate$.  -Failures  were then classified  into  the 
following categories  (see  ref. 1 for  further  .details] : 

(1) Stress  rupture:  The  origin  of  the  fracture is characterized 
by an  irregular  granular  surface  hiwing no evidence  of  fatigue- 
type  failure. 

(2) Fatigue: A smooth  predominantly  tramgranular  fracture  surface 
occurs  at  the  failure  origin,  sometimes  showing  the familiar 
concentric  ring  markings. 

(3) Stress  rupture followed by  fatigue: m e  initiation of the 
fracture  was similar to  that  described  for  the  stress-rupture 
type  failure  and  was  followed  by  fatigue  cracking.  (Failures 
nucleated by intergranular  oxide  penetrations 05 by  surface 
flaws  that  tear open under  prolonged  stress  and  which  were 
followed by fatigue  were  considered  within  this  category.) 

In addition,  measurements of the  positions on the  airfoil  at  which 
failures  occurred  were a lso  made. 

.. - .  MetallographLC examination of failed blades. - Metallographic exami- 
r 

nation was made  of  the  blades  that  failed in the  shortest  and  the  second 
shortest  times (181 and 192 hr, respectively),  two  intermediate  blade . 
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failures - (255 and' 317 hr), and. t m .  of the  blades &t failed  &ter  the 
longest  operating tfms (434 and 539 hr) . Fracture  edgee, %ea6 belie'kd 
to  contain  the  origin of failures, and 'general inlcrostructures  were 
examined.  Measurements  were' made of.the smallest,  largest,  and  most - - . 
prevalent  grain  sizes  of  ty-pical  failed  blades.  ..The A.S.T.M grain  size 
measurements  are l i s ' t e d  in groups of tkee digits  throughout  the  report, 
the  center  figure  representing  the  most  prevalent  grain  size. - 

. -- 

Comparison of  failed  blades of present  aid "pwv-iou~~ investigations. - 
Prior  to  the  present.investigation, Pa-scale engine' evaluations of nine 
alloys-in a J33-9 engine  were  made;  forged S-816 blades,  older than those 
used  in  the  present  invesf;igation, w e  -included.  Both  cyclic  (ref. 1) 
and  steady-state  (unpublished  data) rum were made with  the  older-stock 
blades;  the maximum steady-state.operating  life of the  beet 5-816 blade 
was' 78.9 hours.  The  best b1ade.m~ examined,. and  micrographic  compari- 
sons were  made  with  blades run Fa the  present  evaluation. 

Stress-rupture-atrenhs and other  physical  properties of blade' 
a i r f o i l s .  - Test  speclmens'of  rectangular cross section (1/8 by 3/16 in;) 
were machine& from  the airfoFL porthns of' seperal biades. The shape 
of the specimen and the zone from which it was machined  are shown in 
figure 1. Stress-rupture  tests  were run at 1~000 F at m i o u s  stresses; 
however,  the  majority of data were obtiined at 20,000 pounds per squaze 
inch.  Specimea  temperatures  were so contralled.-t  there w6 less  than 
a 5' F variation  .al& the  length' of- the, specimen with the average .t.em-., .. 
perature varying 0n ly .55~  F.. T o t a l  elongation  measurements  yere  made .I- 

after  testing, and hardness measurements  were  made  before testing. 

Metallographic  investigations of stress-rupture specfmens. - 
Metallbgraphic  isvestigatiom wCre.ina'& of €he-fractyea-&nes oT several 
of the  stress-rupture  specFmens.  InCLiided were -examinatiqs of fractured 
edges of test  specimens a d  fragments of atrfoils.fr,& which stress- 
rupture  specimens  were  cut. ~n ddition, gra;i~-s~~.e-measur~ents were . 

also made of specimens i n e t a l l o & a p h i c a l i y ' d n e d .  

RFrSULTS 
. .  

Engine Operating Resdts and Blde '%foimance 
.. -. -. . . _  

. .  _I I . I  - . .. 
" 

Blade failures ark' plotted on the  cumulative-frequency  curve shown .- .. 
in figure 2. The first  failure..o.mm.red  in.lBl.haurs, and-the last  failure 
in 539 hours, a range -of  -358- hours. 

. -  

. _ "  
. " 

. . I ... d - 

c 
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c Classification of failures is as fd l lom:  

Failure 
d 

Percent . 

Stress  rupture . . . . . . . . . . . . . . . . . . . . . . . . . . .  9 
Stress  rupture  followed  by fatigue . . . . . . . . . . . . . . . .  80 
Fatigue . . . . . . . . . .  . . . . . . . . . . . . . . . . . . .  2 
Damage followed  by  fatigue .- . .  -. . . . . . .  - . -. . . . . . . . .  9 

N 
4 , The majority of the  blade failures originated  by  .the  stress-rupture- 
G followed-by-fatigue mechanism. By def ini t ion,   these  fa i lures  may be 

considered t o  have been i n i t i a t e d  by a stress-rupture mechanism. Thus, 
a t o t a l  of 89 percent of the-fai lures   or iginated  by a stress-rupture 
mechanism. 

Macroexaminat.ions o f .  Failed Blades 

Photographs of an  as-received  blade a d t y p i c a l   f a i l e d   b l a d e s  are 
shown in figure 3. The fractured  blad& w h i c h  failed by stress rupture 
followed  by  fatigue is labeled t o  show the nucleus of the  fa i lure ,   the  

c fatigue zpne, and the last portion to fail .  Stress-rupture  cracks are 
present i n  the last por t ion   to  fail .  The origins of f ,ailures are shown 
i n  f igure 4. Or the  23  blades selected f o r  macriwramination, 65 pek- 

leading edge, and 74-percent of the f a i l u r e  origins occurred -in a zone 

between 2 t o  2- inches &om---the blase roots, me average  distance from 

the   roo ts   to   the  f a i l u r e .  o,rigins- was 2 . U  inches,  and the ceiitrifugal 
stress calculated  for this distance was 21,500 pounds per  square inch: 

- cent of the fai lures   or iginated a t  t h e  trailing edge, 35-percent a t  the 

3 -. - 
8 . .  

Elongation of Blades lxzring m i n e  Operation 
...... 

The s o l i d  curves of f igure 5 show the  elongation of three blades i n  
the portion of t h e - a i r f o i l  between 1- to 2- inches from the root; the 

dashed curves a re  similar data taken from reference 1. The blades of 
reference 1 were run i n  cyclic tests and failed in  44.7 and 49.4 hours. 
It is  readi ly  6een that the Creek rates of the blades being  investigated 
are lower  than  those of the previously  investigated blades. 

3 3 
16. 16 
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Metallurgical Examination of Failed Blade9 

Grain size.  - The specimens examined getallographically  are l isted 
in   t ab l e  I along  with grainA8iz.e measurements. The blade that fa i led-  
in the  shortest  time (181.2 hr) had a variab-le grain size near the frac- 
ture  edge (fig.  6) . The @;rain s i z e  i n  the immedlate v ic in i ty  of the 
f rac ture  was coarse  near the center of the blade (A.S.T.M. 1-4-7)  and 
f ine  a t  the t r a i l i n g  edge [A.S.T.M. 6-74}. The blade that failed in.  
the second shortest  time (192 br) had only slight differences  in  grain 
s i z e   W i l e  the remaining  blades  including  those F t  failed i n  the Longest . .... ," - 
periods were fine  grained.and  relatively uniform i n   g ra in  s i z e .  

.. " -. 
. .. . 

G= 
-4 

8i 
"" 

.. . . " 

- 

- . .  
. .  

Metallographic  examinations  of,blade  structure. - Photomicrographs 
showing areas a t  fracture  edges and cracks i n  blades are presented i n  

. . .. 

. .. 

figure-7. In  addition ta the grain-size  differkces  that-are  evident ' 

i n  figure several o t w  differences in the  structures of the blades 
were o&:d. For example, the  poorest  blade  (failed i n  181 h r )  con- 
tained more oxidc.pene'crations,  particularly a t  the t i p  of t he   t r a i l i ng  
edge than  did  the  other blades, ( f i g  8( c) ) . Such penetrations may have 
caused the  shorter W e  r e l a t i v e   t o  the other  blades. . . .. 

. . .-  

. - 

." 
- 

- .  

The edge conditions shown i n  figures 8(a} t o  8( c) were evident i n  
several of the  blades, and the depletion zone shown in   f igure   8 (d)  was 
found i n  varying degrees i n  a l l  blade segments examined. Examinations 
of as-received  blades did not  reveal this zone which is  probably a decar- 
burization zone formed during engine  operation. The ~@ssivc carbI&es 
w e r e  not  visibly  disturbed. 

. 1 - 

I 

. -  
. - . .  . - ...". 

m e   f a i l u r e  zone of the blade that failed in.254 houre,originated 
a t  the leading edge and, -although  figure 7 does not show it, there were 
several microvoids i n  t h i s  l o c a l i t y  which may have nucleated the fa i lure .  
None of the  other blades contai.ned Such  flaw@.. . One of the best blades 
tha t  was examined metallqgraphidally  failed by. cracking in 434 hours. 
Only a few intergranular cracks were vis ible  at the trsiliw edge, 
although a sinall segregation of dirt (slag incluslone) and a slag stringer . .. 
were found .near- the.. zone..bf. the.. Crack. . i. _c ,, . .. ._ . ... r_l_ 

- . . . -. - . .  

.. 

.. ." .. 

. . :: i .= 

- - " 

" - 

.~ >.. . .- ..&" 

Metallographic.  examinations of f racture  cues of the spec.hens that 
failed i n  181, 254, and 317 hour6 ConfQrned %fiat fatigue cracking took 
plake  over a portion of the .fr+.cture. ed@: . .-?e blades  -failed by s t r e s s  
rupture  followed by f a t igue .   F&t iwrWs  f.&Cated b y .  transcrystall i i ie 
portions of the fracture  edges." *'. 

" . . "  
" 

. .. .. . -  
." . . " 

.. . " 
" 

. .  
. . .. 
. "_ 
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Compri ent son of Blade  Failures of Pre 

and  Previous  Investigations 

7 

The microstructure of the  blade  previously run i n  steady-state oper- 
ation  (failure at 78.9 hr) was different  in  several  respects from the 
structures  of  the  blades  ,being  investigated  (fig. 9). For  example,  except 
for  one  blade  (the  blade  that  failed in 181 hr} the  grain  size was more 

N heterogeneous . in the  older  alloy  (investigated in ref. 1). In the  older 
IP alloy  the  carbides .were distributed in finer,  more  numerous  dispersions; 4 

cn both  salt  and  pepper  carbides  and  massive  carbides  were  more thicuy 
distrfbuted  within  the  grains. The oxide  penetratians In these blades 
seemed  to be much  deeper  and  more  &ens’ive  than  those  found in the  blades 
used i n  the  present  investigatton.  Figures lo(a) and lO(b)  show,  respec- 
tively, a very  severe  crack  at  the  trailing  edge  and  extensive  oxide 
penetrations  (possiblybut  prGbably not associated  with  cracks). 

Stress-Rupture 

The  results  of  the  stress-rupture  tests at E 0 O o  F are shown in 

;rich ranged  from -89i5 t o  -1346 hours  and preeuded the  possibility of 
plotting  a-reasoaable  stress-rupture  curve.  In-addition,  the  elongation 

trends Coula not be GOIYelated  with  the  stress-rupture  strengths, 

- +.able.=.  Stress-rupture  lives at  a stress of 20,000 pounds  per  square 

I results and  the hardness of the  stress-rupture .bars a l s o  shared no defkite 

Metallurgical.Examinations of  Stress-Rupture Bars 

and  Remnants  of  Blades  from  Which 

the  Rupture  Bars  Were  (=ut 

In an effort  to  determine  the  cause of scatter  in  stress-rupture 
lives , b m s  I , 6 , 9, and 11 and blade  remnants from which  they  were  cut 
were  examined  metallographically  (see  table 11 and  fig. 11) . 

Grab size of fractured  bars. - The grain  size  of  the  bar  that  did 
not  fail  after 1346 hours  in  the  stress-rupture t e s t  was somewhat  smaller 
than  that of the  other  specimens (A.S.T.M.-6-7-8 again& A.S.T.M. 4-6-8). 
Similar differences in grain  sizes  were  found i n  the  remnants of the 
blade  airfolls  from  which  the  stress-rupture  bars-were  cut (fig. 12). 

Metallographic  examination of. stress-rupture  bars. - The  poorest  and 
c best  stress-rupture  bars  (those  that  failed i n  89.5 and 1346 hr) were 

carefully  examinbd  for  dirt  and  porosity  but no significant.differences 
were  found.  The  microstructures  of  all spechens i-hich  differed  somewhat 

” 
”__ -_ 

I 

I 
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because  of  various  times  at a test  temperature  pf 1500' F a l so  differed 
in-the size  of  primary  carbides  and  the  number  of p r m y  carbides  per 
unit  of  VOlUmej  for  example,  more  carbides  were  present in the specimq 
that  failed  in 1346 hours than  were  present in the  specimen  that  failed 
in 89..5 hours.  Whether  this  difference  is  sl@;iiificant  could  not  be 
determined  except-"on a statistical  basis (which is extremely  time  con- 
suming) and  the  value  of  such a determination Is questtonable. 

The  photamicrogaphs of figure lJ.were taken at.or near  the  failure 
zones  .of  the  rupture  .bars. . Cracks,  interaanular  tears,. and fracture ' . . 

edges  are  evldent. 

" 

" 

. " - 
.. . 

Changes i n  microstructure of stress-rupture  specimens  with  time at 
temperature of 150Ou F. - If the  -structures  of.the  untested  specimens . .. 

shown  in  figure 12 and  the  structures shown infigure 11 are  compared, 
it may be  seen  that, as the  time  at  the  test  temperature  increases,  the 
precipltatim  within  the  grains, in slip lines  and  in twin boundaries, 
increases  until  at  the  longer  times  these  precipitates  tend  to  spheroidfze. 
Furthermore,  the'matrices do not become  spotted  with  salt and pepper - - . - ,I I 

precipitates  .such  as.  those  found_ in the . o l d e r .  a l l oy  (fig. 9). It is,  of 
course,  possible  that  the  large  number of' agglomerated  carbides  etches 
rapidly  and  prevents-subsequent  satisfactory  e€chir@  of  the  matrix  car- . " 

bides,  although  this  is  not  believed  to  be  the  case. 

. .  

" 

. .  
. ". - 
" 

Additional  metallographic  information  not  fully  revealed  by  photo- 
micrographs  shown. - The  fracture  edges of the  stress-rupture  bars  were 
intergranular  and  the usual intergranular  tears  below  the-fracture  zone 
were also present. Twin and deformation bands, containing no visible 
precipitation,  were  observed  under  oblique  light on a-specimen that was 
cut from the  same airfoil as  one  of  the  stress-rupture  bars.  Such  defor- 
mation  effects  could  have  been  causea  by  the  water  quenching  that  followed 
the  solution  treatment  given  the  blades  after.forging.  The ag- treat- 
ment  of 16 hours at 1400' F produced no visible  precipitation  within  the 
twin  bands  and  slip  lines;  in  fact,  figure U(a) shows  that  after  an 
additional  aging  treatment  of 89.5 hours at 1500' FJ relatively  little 
precipitation  occurred  'in  these a r e a s .  When the  specimens  were  tested 
for  langer  times  at 15UOo FA extensive  precipitation  occurred  in  these. 
planes as evidenced  by  several  photomicrographs shown in  figure 11. 

DISCUSSION OF- RESULTS 

The  first  blade  failure did not occur  until  after 181 hours of steady- 
state  engine  operation  at .& blade  temperature of E 0 O o  F. and a blade stress ' .  . . -1 
of 21,500 pounds  per-'square  inch. A first  failure  time of. such magpitude 
compares  favorably'WLth  stress-rupture data a~ilable for 5-816 bar  stock 
(the 100 hr strength  is known to  be. 23,000 lb/sq in.  at 1500' -F) and, 
since  almost all the  blade  failures  wers.initiated  by  stress-rupture,  it ". 

.. 

" : 
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- 
is ‘evident  that  properties of.the forged  blades  were  equal  to  the  prop- 
erties  of  the  bar  stock; a relation  that  has  not  often  been  observed  for 

181 hours was a considerable  improvement  over  the  first  failure  time of 
41 hours  obtained  under  similar  engine  operating  conditions  with 8-816 
blades  forged-several  years  ago  (table III). 

L blade  alloys  in  the  past.  Furthermore,  the  first  failure  time of 

Results of cyclic  operation of the  older  and  of  the  more  recently 
co 
rp 
.4 forgedl  blades  are .also shown in table III, and  again  the  more  recently 
cn obtained  blades  are  superior  to  the  older  blades: as is  shown  by  the  first 

failure  times of 163 and 33.6 hours,  respectively. 

Perhaps  as  important  as  the  first  failure times of  the  blades, are 
the  scatter of blade lives and of stress-rupture  results.  It was showd 
that  blade  lives  varied  from 181 to 539 hours, a range  of 358 hours,  and 
that  stress-rupture  lives  at 1500° .F and 20,000 pounds  per  square  inch 
varied  from B . 5  to 1346.3 hours, a range  of 1257 hours. A range  of  such 
magnitude  prevents  correlation of blade  performance  to  stress-rupture 
properties,  elongation,  and  hardness  results. The cumulative-frequency 
,curve  (fig. 2)  shows  that  once  the  first  failure has occurred,  other 
failures will soon follow. Thus, the  replacement  of a failed  blade  in 

has  occurred in an abnormally  short time and  is  not  typical of the normal 
behavior of the  alloy. 

- service  by a new blade  is  relatively  useless,  unless  the  first  failure 

- 
Microstructural  differences in grain  sizes,  degree of oxfde  pene- 

trations,  carbide  particle  sizes,  and  inclusions  were  observed  in  speci- 
mens  cut from turbine  blades  and  stress-rupture  bars.  Some  of  these 
differences  may  have  been  significant,  but  since no consistent  metallo- 
graphic  tendencies  could  be  found,  it  is  impossible  to  explain  the  scatter 
of physical  properties.  More  exhaustive  and  fundamental  investigations 
could be made of the  blades  evaluated,  as  well as of the  poorer  blades 
previously  investigated  and  u-sed  as a basis  of  comparison.  However, such 
efforts  were not considered  warranted  after  the  metallographic  investi- 
gations  presented  in  this  report  indicated no trends  of  significance  and 
indirectly  showed  that a complete  history of the  blade  manufacturing 
procedures  would be necessary  to  determine  concretely  the  causes  for 
scatter of blade  life  and  stress-rupture  properties. 

Because of the  differences in stress-rupture  strength,  and  because 
only  one  turbine  blade  failed  in  fatigue  (the  last  to  fail)  the  scatter 
of  blade  performance  cannot  possibly  be  attributed  to  engine  variables,. 
or  changing  blade  failure  mechanisms.  The  unusually  large  scatter  of 
stress-rupture  properties  graphically  shows  that  variables in fabricating 
methods  existed. 
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Microstructural  changes  were  observed  in  specimens r u n  in  the  engine - 
and specimens-  tested i n  stress-rupture a t  1500~ F for varying periods at 
time.  Examination of untested  segments of 6lade  airfoils ehowed that the - 

heat  treatment given .the  alioy  after  forging,  including  ap agfng of . , 

16 hours  at 1400' F, did not  cause  -precipitatinn of .carbides  in  twin or - 

slip  bQud&ri'ea.  The  strees-rupture  specimen  that  failed,after 89.5 ami- 
tional b u r s  at 1500°-E" contahed very 1ittle"precipitatibnf ' With- " 

increasing  time  at  15Oo0. F more visible  precipit.ation  occurred  and a 
tendency to spheroidi-ze was obesrved.  Agglomeration of many af 4& car- . "s-: 
bides  occurred in the  relatively  short t i m e  of-181 hours  (fig. 5(a)) but 
weakening of  the'alloy  apparently  did not occur  as a result of the . 

agglomeratfon;  this was showrrby  the  fact  that both blades  and  stress- 
ruptzre  .bars,  withstoo-g .several hundred  @&itional. h o . u r s  of -- stress  at 
1500 F after  the  initial  agglomeration of"soii& cm:62dk particles; 

. . 
. ". . 

, . ..*-e: 
. . " 
.. " -.  

- . . "  . .  

" - 
" . """" - 
" -. ... ., 
- -. 
._ - 

4 
-- 3% 

.. . . .  

- ?. 

." . 
-. - . . .. -. - . -. . - ~- 

. .  . .. . 
, _" . -  

A similar  phenomenon-was found to  occur AQ an unreporteiJ  investi- . .  .. 

gation  at  the Lewis laboratory  that  involved  the heat treahent and etriiss- 
rupture  testing  of.wrought  Haynes-SteUite 21 C A M S '  5385). In this  caseJ 
structures of specimens  that  were  solution  treated at 2250' F and aged . 
at 1950' F for 72. hours  were  agglomerated and spheroidized  to an appre- 
ciable  degree  prior $0 stress-Gpture testing. The specimens  proved  to 
be of greater high-temperattu.e  strength  than npny specimens  heai-treatGd' 
at lower aging  temperatures that did  not  contain adomerated carbides:' 

. . . ." "_ 
" . "-1- 

" 

. .  . 
" . " 

- . . .  
. I  . . .  

.. 

- - -.-- . p L  

. - . .. 
. .  

, . . . . La-.& 
. .  . .. . . .  . ..- . ." j . . l l ,  - " 

The following result8  were  Dbtafned Prom -the operation of forged . 
S-816 turbine  blades run in a 533-9 turbojet  engine a6 continuously  a8 
possible.  Such  enghie ngm, termed  steady-state runs ,  were  conducted . 
us ing  a rotor  spee-d-. of 11300 rpm that  produced ' a  centrifugal  stress of" ' 

21,500 pounds per square  inch i n  the &idsection of the bzadeB, -at a blae 
temperature of 1500° F. In addltian,  results of stress-rupture  tests 
and  metallographic  Investigations %e presented. - . - -  - -  . . . .. - .. . .. 

. -  . . _. . . .IL 

- I- 

- ". . .. . 
A". "'"4 

I .. - .. i 
" 

- - - . "_ - 

1. The  operating  lives of the  forged 9-816 turbine  blades  evaluated 
varied from 181 to 539 hours. The time  required  for  the  first blde 
failure was of the same order of  magnitude as the  published  stress-rupture 
strength af bars of 5-816. 

.. . ." . ." 
" 

. >  

l i  - . * ,  
: - -~~ " 

" 3 

2. Stress-rupture  tests  at a tqerature of .150OQ F'and a stress of . - - -  

20J000 pounds  per  square inch of specimens  cut from blade  airfoils showed 
a range of rupture  lives of from 89.5 t o  1346.hours. 

.. . 

. _  . . . -. - . 
. .  . .  . .  " 

1- 

3. Ranges i n  blade  Sives o f  358 hours  and in stress-rupture lives 
of 1257 hours precluded  the  correlation of strep-rupture  lives  to blade 
performance. The-large scatter of stress-rupture  properties  indicated 
that  variables  in  fabrication & h o d s  existed. 

. . " 
. .  
1 -  

. .  

. ,  - 
" 

- . I"" 
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- 
4. O f  the  blades  that failed-in the engine, 23 were  selected  for 

macro-examination; 65 percent of the  failures  originated  at  the  trailing 
edges, 35 percent  originated. at the leading edges,  and 74 .percent of the 

failure  origins  occurred  in a zone between 2 to 23 inches  from  the  blade 8 
roots.  The  average  distance from the  roots  to  the  failure  edges was 
found to be 2 . n  inches. 

4 
N 

tP vl 
5. Differences in grain  sizes,  degree of oxide  penetrations,  size 

of carbide  particles,  and  presence of inclusions,  as well  as  other 
metallographic  differences,  were  found  in  speclqtens  cut  from  the  turbine 
blades  and  from  fracture  areas of stress-rupture  bars. However, no con- 
sistent  differences  between  specimens  other  than  increasing  precipitation 
and agglomeration of carbides  with  time  at 15Oo0 F could be found, and 
correlations of structures  with  blade  or  stress-rupture  lives  were  not 
Seas ib le. 

6. Agglomeration or spheroidization  of  some of the  carbides  formed 
by precipitation  during  aging  or  during  engine  operation  at 1500° F was 
observed in the  blade  that  failed in 181 hours, and  in a stress-rupture 

mens  withstood  several  hundred.additiona1  hours of stress  at a tanperatme 
of 1500° F Ebfter  the  initial  agglomeration. Thus, agglomeration or 

mechanical  properties,  does  not  appeaz,  in  itself,  evidence  of ~ g h -  
temperature  weakness. 

- specimen  that  failed in 219 hours.  Both  blades  and  stress-rupture  speci- 

- spheroidization of precipitates,  normally  thought to cause a decrease in 

7. A previously run S-816 turbine  blade was examined  and  compared 
with  the  blades  of  the  present  inv.estigation.  This  blade was the  best 
of several  blades run; it failed-in 78.9 hours,-which  is  appreciably 
lower than the minim failure  time  obtained  in  the  present  investigation. 
Microstructural  differences  between.the  older  and newer blades  were  found, 
and these  differences may &lain  the  superior  behavior  of  the  newer 
alloy. For  example,  the  structures of the  newer  blades  contained  fewer 
visib.le  precipitates"  than  the  structure of the older blade.  Furthermore, 
the  grain  size of the  newer a l l o y ~ % s  finer'and  more uniform, and oxide 
penetrations  were  less  extensive. 

- /  

CONCLUDING REMARKS 

- The stress-rupture  data of forged S-816 turbine blades investigated 
herein would indicate'  that the blades-should have operating  lives  of  more 
than 100 hours at a stress of 20,000 to 22,000 pounds  per  square inch at 
a temperature of -150Do F. Thus; the  perfo-ce of the  blades in this 
investigation  compared  more  favorably  with the expected  behavior of the 
alloy  than  blades fn previous perfovce. tests.  However, the scatter 

- 

I in  blade perfomance and, in ~articular,_stress-rupture lives and the 
." 



12 - NACA RM E52L17 

subsequent  unsuccesBful  attempts.  to  correlate blade performance  with " 
hardness,  elongation;- or metallographic  results  .leads  to the conclueian 
that  the  effects af such  factors  as  fabrlcating  variables,  which  cannot 
always be  observed  in  the  laboratory,  account  for the variability  in 
life. 

.. I - - 
. . . . . . . . - 

. .  
" 

" - 
" 

. .  . .. 
.. . 

It  should also be  obeerved  that  the  cumulative-frequency  distribution 
. .  
.. . L 

of the  blade  failures would indicate  that  replac&ent of failed blades" 
in  service,  unless  the  failure  has  occurred in abnormally  short  times, 4 c 
would.be  relatively uselkss for  additional  failures would be  expected 
in  very  short times. 

". . " 
. . " 
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N" 
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Blade Type of failure A.S.T.M. @sin sizea and location Failure 
t-, 
. b r  

of measurement 

181.2 Stress  rupture  followed 1-4-7 Near center of fracture edge 

6-7-8 
aeneral area at  trailing eQe 5-7-8 
Rear fracture at t ra i l ing edge 

192 Leading-edge cross section 6-7-8 
near fracture 

5-6-7 Center cross Rection near 

Wailing-edge  cross  section 6-7-8 
fracture 

aear fracture 
254.6 

Leading-edge cram section 6-7-8 434.2 

Near Fracture a t  trailbg edge 5-7-8 316.7 

Near fracture a t  leading edge 6-7-8 
6-7-8 

General area d t  t ra i l ing edge 6-7-8 

General area at leaaing eage 

6-7-8 Wailing-edge CXOSB section 
538.8' Leading-edge CFOBS section 6-7-8 

near fracture 

by fatigue 

Stress rupture 

Stress rupture  followed 

S-h-ess rupture  followed 

Btress' rupture  (cracked 

by fatigue 

by fatigue 

not  fractured) I a r y s  ruptwe 

5-7-8 

!!kailing-edge croaa section 6-7-8 

Center  cross  section near 
fracture 

near fracture 

i,., 'I 
~\ '. 

- 
I 

" 

L 

i o c k ~ e ~ .  c harbeasb 
(converted from 

Rockwell A) 

28 

30.4 

32 

32.4 

31.4 

31.8 

. . . .  . 

i 
I' 

I 

... . 
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specimen 

14 
13 
12 
11 
8 
4 
7 
10 

9 
5 

. 6 .  

1 

Strese, Rupture 
Lb/sq in. life, 

30, OOO 2.5 
35,000 6.8 
30,000 9.5 
20, OOO 89.5 
20, ooo 135.6 
20, OOO 162 .O 
20, ooo 179.4 
20, ax3 184.2 
20, ooo 218.8 
aa,Oou 545.4 
20,000 618. Oa 
20, OOO 1548 -3 

Elongation in Rockvell C-Bardnesea 
(converted from Rockwell A) 

percent Stress-ruptue 

I 
Before t e s t  

specimen. 

32 ' 25.5 
25.3 25 .O 
18 .o 26.0 
12.5  25.2 
23 . "" 

18.7 "" 

25 
15.6 25'.5 
18 25.0 
31.2 "" 

22.9' 25 e 0  

"" 

1.5 - 2 "" 

Remanent s 
of airfoils 
Not tested 

25.8 
25.6 
24.4 
26 -6 
26.4 
25.6 
21,6, 
30.0 
27.0 

26.0 
a6.2. 

32.4 . 

4-6-8 

4-6-8 

4-5-8 
6-7-a 

L 

a ~ ~ r e g e  of at 1e-t five readings. 
bExtreme values of grain size  are presented alolrg with most  prevalent grain size 

%an leading and trailing edge remnants of blades. 

%est' ab't fail; t e s t  aecontwued. 

l i s ted  in center of  colunm. 

I, : I 

. ' . a  

S?LZ 
I 

. . . . . . . . . . . . . . . . . . . . . 
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TABLE 111. - BLADE P E R F O J 3 " X  OF 5-816 ALLOY FROM OTHER BLADE 

EVAUTATION PROCT'RAMS INCLUDED FOR COMPARATIVE PURPOSES 

Order of cycl ic  
blade  evaluationsa of 

f a i l u r e  blade- l i f e  of 
older  al loy,  

h r  

1 

9 
8 
7 

49.4 6 
44.7 5 
44.7 4 .  
44 01 3 
34.8  2. 
33.6 

"" - - " 
-.I-- 

10 . 
11 
12 

"" 

"" 

-"- 

aReference 1. 

bunpublished data. 

Cyclic 
evaluations of 
blade l i f e  of 
older alloy, 

hr 

41 
50'. 5 
54.1 
55.1 
58.7 
78.9 -" - 
"" 

"" - " - 
" " 

-" 

blade life of 
newer c o y ,  

hr 

163 
253 

291 
291 
29 2 
294 
29 6 
302 
306 
307 . 

286 * 

394 

T 
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I 
I 
I 
I 
\ 
I 
I 
I 
I 
I 
I 
I 

l--ql \ 

\ - P O 0  

Trailing 
edge 

Figure 1. - Blade stress-rupture spechen and zone from 
which it w a s  machined. 
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0 Stress  rupture followed by fatigue 
13 Stress rupture 

00 co 0 

Traili 
eue $3 0 0 0 0 0  moo0 0 0 0 

I I I I I I 
200 250 300 350 400 450 500 

Tinr to failure, hr 

(a) Origin of blade failures 

0 0  
0 

0 0 0 2.375 

2.2 

2.125 

0 
0 

0 
0 

0 0  cm 
0 0 

0 
0 

0 
0 

0 

rupture followed by fatigu 
rupture 
followed by fatigue 

'"I 1.375 
0 

L Z S o l  I I I I I I ,  m 250 300 350 400 450 500 
Time to failure, hr 

(b) Origin of fracture edges relative to blade roots. 

-1 

Figure 4. - Failure origins in blades. 
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Figure 6. 

(a) Microstruoture near trailing edge of blade. 

(b) Miomstructure of area in center of blade. 

- Microstructural differmces in blades that failed in shortest time. 
ure time, 181.2 hr.) Etchant, 10 peroent HCI; electmlfllc;  X250. 
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x250 x750 

Fmctura edge aeac center of blade 1. Failure time, 181.2 hours; @-alae cwses t  here. 
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2745 II I 
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Cmok mar traillng edge 09 blade 5. Failure time, 434.2 h o r n .  

Pigum I .  - Conclubeb. Mioroitruoturea of fraotured or omokea bladee a t  or near =E of fallurea. 
Etcbant, 5 percent  agm rsgia in water f o l l w e d  by 10 proant hybrochlorio aoid in e thyl  alohol;  
both e lec tmlyt ic .  

N w 
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Flguxw 8. - Surfam oonditicma pessnt in b l a b  that failea in 181.2 hours. Etohant, 10 percent E l  in ethyl  alcohol; 
sleotmlytic. 

3 SPLZ 
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I. .b - -  
-. . .  

." 
. .  -. 
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(a) General structure  near lea- edge sharing heterogeniety in grain eize and large 
number of carbides per unit of area. X250. 
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. 

( a )  Stress-rupture  crack below actual fracture-edge; cross section of airfoil. 

c-31479 

(b) FrobabLe oxide penetration near trailing edge on concave edge of airfoil. 
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Spcimen 11; fallum time, 89.5 hours. I 

Flgurs 11. - Micmetructurea of fractllred  atrese-ruptura specimene ahowing intergranular tears end ohangee w i t h  time a t  N 4 tempemtum of EOoo F and stress of 20,000 p a d s  per square i n c h .  Etchant, 5 percent aqua regia in water fol larsd by 
10 percent hydmabloric acld in ethyl  alcohol; both e l e c t r o w i c .  

. . . . . . . I 
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Specimen 1; failure time, 1346.3 home. 

Plgure 11. - Concludsd. 1.licroatructurse of fracr;lurrL stresa-ruptpture 6pscimene ahawing inter@mnular  t e a r s  end changes 

water f o l l m d  by 10 psrcent hgdmcbloric acid in ethyl elcobo1; both electmlfilc. 
wlth time a t  t.mperatxe d I S J ~  F and stress d 20,000 polmds par square inch. Etchant,  5 percent aqua -a in 

, .  
. ,  

i " 4 . .  1. 
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(a)  Microstructure of untested segment of blade from which st ress-rqture  specimen 
that  fractured in 89.5 hours was obtained. 

." . . . 

29 

(b) Microstructure of untested segment of blade fm which stress-rupture specimen 
that did not  fracture  after 1346 hours was obtained. 

Figure 12. - Dffferences Fn microstructures of untested segmente of blades from which 
the  poorest and best  stress-rupture specimens were obtained.  Etchant, 5 percent 
aqua regia In water; .e lectmQtic .  ~ 2 5 0 .  
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